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SEN Z10 Stem & Swivel Mount Adaptor

H I G H L I G H T S
• Z10 Twist Lock Stem & Swivel Mounting Adaptor for use with compatible Z10 sensors

and fixture controllers
• Adaptor uses a fixture’s 1/2” knockout to convert and make it Z10-ready
• Two swivel points provide easy and flexible installation and positioning
• IP65 rated design for use in wet environments

C E R T I F I C AT I O N S
• IP65 Rated

E L E C T R I C A L
• Input voltage: 12-24VDC

 
C O N S T R U C T I O N

• High strength, UV resistant white plastic housing
• 1/2” NPS with metal locknut and gasket
• Includes 2ft wire leads 

W A R R A N T Y

• 5-Year limited warranty available online. Contact your EiKO sales rep for additional details. 

A P P L I C AT I O N S
• Car Dealerships
• Soccer Fields
• Parking Lots

• Manufacturing Plants
• Distribution Centers
• Stairwells

A V A I L A B L E  M O D E L

O R D E R  C O D E I T E M  # I N P U T  V O LTA G E I N S TA L L AT I O N
T Y P E H O U S I N G  C O L O R

13343 SENA-AZ-WH 12-24VDC Wired, 1/2” Knockout White

DOWNLOAD THE LATEST 
CHEATSHEET FOR A LIST OF 
EIKO FIXTURES THAT ARE 
COMPATIBLE WITH THIS EIKO
NLC DEVICE

C O M P AT I B L E  D E V I C E S
O R D E R 

C O D E I T E M  # D E S C R I P T I O N

12643 PSC-ZKV-WCM-100-BLE-SR BLE TruBlu Z10 Twist Lock Fixture Controller 12-24V 0-10V Brown

11931 SEN5A/M/Z10 Stand-Alone Z10 MW Sensor 12-24V  Ambient Threshold 0-10V 20-40ft White

11947 SEN5A/PIR/Z10 Stand-Alone Z10 PIR Sensor 12-24V  Ambient Threshold 0-10V 20-40ft White

13341 SEN5A-SZMR-WH Stand-Alone Z10 MW Sensor 12-24V  Daylight Harvesting 0-10V 20-40ft White

13342 SEN5A-SZPR-WH Stand-Alone Z10 PIR Sensor 12-24V  Daylight Harvesting 0-10V 20-40ft White

13246 SENA-WZPA-WH BLE Z10 PIR Sensor 12-24V Daylight Harvesting 0-10V 20-40ft IP65 White

12067 Z10-2341474-3 Z10 Sealing Cap (White)
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P R O D U C T  D I M E N S I O N S

W I R I N G  D I A G R A M

2.75"/
70 mm

3.01" / 77 mm 16” / 40 mm

1.6"/
40 mm 1/2” NPS

Yellow: 12-24VDC
Pink:     GND/DIM-
Purple:  Dim+
Brown:  Optional/NC

2’ / 60.96 cm
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