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N O M E N C L AT U R E
M O D E L S I Z E W AT TA G E C R I / C C T V O LTA G E D I M M I N G F I N I S H

DSD : Downlight Surface Disk

4” - 4 inch 10W - 10W
830 - 80 CRI; 3000K
9FCCT - 90 CRI; 27/30/35/40/5000K 120 - 120V DT - Triac WH - White6” - 6 inch 13W - 13W

8” - 8 inch 15W - 15W

project name type

catalog number voltage

approved by date

F E AT U R E S
• Easy install directly to the J-box
• �FieldCCeT�feature�allows�for�multiple�“5�set�and�forget”�CCT�options�in�each�fixture

C E R T I F I C AT I O N S
• ETL Listed for wet locations
• ENERGY�STAR®�approved�for�superior�energy�efficiency
• 90CRI�models�are�Title�20�certified�and�support�compliance�with�Title�20�&�Title�24�(JA8)�
• Rebate friendly - eligible for local utility rebates

P E R F O R M A N C E
• Rated lifetime: L70: >50,000 hours 
• 80 CRI: 700 lm @ 10W, 3000K; 1,000 lm @ 13W; 1,200 lm @ 15W
• 90 CRI: 830 lm @ 10W, 27/30/35/40/5000K; 1,080 lm @ 13W; 1,245 lm @ 15W
• FieldCCeT: 27/30/35/40/5000K CCT

E L E C T R I C A L
• Input voltage: 120V
• Dimmable to 10% with compatible Triac dimmers
• Power Factor: 

80 CRI: >0.7
90 CRI: >0.9

T H E R M A L
• -4°F�to�104°F�(-20°C�to�40°C)�operating�temperature

C O N S T R U C T I O N
• Plastic housing
• White�finish�
• E26 adapter included

W A R R A N T Y
•  5 year limited warranty. Additional warranty options available. Contact EiKO for details                 

• Healthcare
• Hospitality
• Office

• Library
• Residential
• Retail

A P P L I C AT I O N S

DSD Downlight Surface Disk

WET
LOCATION

http://eiko.com
http://eiko.com
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P E R F O R M A N C E  S U M M A R Y
O R D E R 

C O D E I T E M  # S I Z E W AT T S N O M I N A L 
L U M E N S L P W C R I C C T V O LT S T 2 0 -T 2 4 /

J A 8
E N E R G Y 

S TA R

12490 DSD4/10W/830/120DTWH 4” 10W 700 70 80 3000K 120V ✓

12491 DSD6/13W/830/120DTWH 6” 13W 1,000 77 80 3000K 120V ✓

12492 DSD8/15W/830/120DTWH 8” 15W 1,200 80 80 3000K 120V ✓

12493 DSD4/10W/9FCCT/120DTWH 4” 10W 830 83 90 27/30/35/40/5000K 120V ✓ ✓

12494 DSD6/13W/9FCCT/120DTWH 6” 13W 1,080 83 90 27/30/35/40/5000K 120V ✓ ✓

12495 DSD8/15W/9FCCT/120DTWH 8” 15W 1,245 83 90 27/30/35/40/5000K 120V ✓ ✓

*Ships at 2700K 

 P R O D U C T  D I M E N S I O N S

Ø 5.9"/
150mm

D S D 4  1 0 W  3 0 0 0 K

1.3"/
33mm

Ø 7.1"/
180mm

D S D 6  1 3 W  3 0 0 0 K

1.4"/
35mm

Ø 9.1/
230mm

D S D 8  1 5 W  3 0 0 0 K

1.7"/
43mm

Ø 5.9"/
150mm

D S D 4  1 0 W  F C C T

2.4"/
62mm

Ø 7.1"/
180mm

D S D 6  1 3 W  F C C T

2.6"/
65mm

Ø 9.1/
230mm

D S D 8  1 5 W  F C C T

2.7"/
68mm

http://eiko.com


eiko.com3
Rev. 02/17/23

©2023 EiKO Global, LLC.  World Headquarters:  18000 W. 105th Street, 3rd Floor, Olathe, KS 66061  1.800.852.2217
Head Office, Canada:  7900 Goreway Drive, Unit 8, Brampton, ON L6T 5W6  1.888.741.2673

PHOTOMETRIC INFORMATION - DSD4/10W830/120DTWH
POLAR CANDELA DISTRIBUTION ILLUMINANCE AT A DISTANCE

 POWER
10W

VOLTAGE
120-277V

PHOTOMETRIC INFORMATION - DSD6/13W830/120DTWH
POLAR CANDELA DISTRIBUTION ILLUMINANCE AT A DISTANCE

 POWER
13W

VOLTAGE
120-277V

H
(ft/m)

LUX FC   D
 (ft/m)

6.6’ (2m) 83.12 7.72 12.2’ (3.7m)

9.8’ (3m) 36.94 3.43 18.4’ (5.6m)

13.1’ (4m) 20.78 1.93 24.3’ (7.4m)

16.4’ (5m) 13.30 1.24 30.6’ (9.3m)

19.7’ (6m) 9.24 0.86 36.5’ (11.1m)

H
(ft/m)

LUX FC   D
 (ft/m)

6.6’ (2m) 114.27 10.62 12.2’ (3.7m)

9.8’ (3m) 50.79 4.72 18.4’ (5.6m)

13.1’ (4m) 28.57 2.65 24.3’ (7.4m)

16.4’ (5m) 18.28 1.70 30.6’ (9.3m)

19.7’ (6m) 12.7 1.18 36.5’ (11.1m)

H (ft/m)

H (ft/m)

D
(ft/m)

D
(ft/m)

340

283

227

170

113

57

0.00

57

113

170

227

283

340

460

383

307

230

153

77

0.00

77

153

230

307

383

460

- 0° H
- 90° H

- 0° H
- 90° H

180° 170° 160° 150° 140°

180° 170° 160° 150° 140°

VA: 0°  10°  20°   30°     40°

VA: 0°  10°  20°   30°     40°

130° 

120° 

110° 

100° 

90°

80°

70°

60°

50°

130° 

120° 

110° 

100° 

90°

80°

70°

60°

50°

*Based on operation at 120V.

*Based on operation at 120V.
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PHOTOMETRIC INFORMATION - DSD815W830120DTWH
POLAR CANDELA DISTRIBUTION ILLUMINANCE AT A DISTANCE

 POWER
15W

VOLTAGE
120-277V

H
(ft/m)

LUX FC   D
 (ft/m)

6.6’ (2m) 136.06 12.64 12.2’ (3.7m)

9.8’ (3m) 60.47 5.62 18.4’ (5.6m)

13.1’ (4m) 34.01 3.16 24.3’ (7.4m)

16.4’ (5m) 21.77 2.02 30.6’ (9.3m)

19.7’ (6m) 15.12 1.40 36.5’ (11.1m)

H (ft/m)

D
(ft/m)

550

458

367

275

183

92

0.00

92

183

275

367

458

550
- 0° H
- 90° H

180° 170° 160° 150° 140°

VA: 0°  10°  20°   30°     40°

130° 

120° 

110° 

100° 

90°

80°

70°

60°

50°

*Based on operation at 120V.
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